
parking lot

�

�

3-5 parking spaces for
average-size vehicles

granular surface

road sign

�

�

”trail crossing ahead”

distance between sign
and trail junction to be
determined by design
speed of road

trail sign

� ”stop”

trail sign

� ”stop”

planted buffer

� to separate trail
from parking

canoe launch

�

�

sand beach or granular
surface to water’s edge

canoe loading area
(where appropriate)

waterfront sign

� canoe launch ahead

trail crossing

�

�

align trail to road crossing at
90 degrees

maintain adequate sight lines

ANY
ROAD

Eramosa/Speed River

vehicular barrier

�

�

bollards, swing gate or
suitable vandal proof barrier

spacing to accommodate
canoe

trail directional sign

waste receptacles

road sign

�

�

”trail crossing ahead”

distance between sign and trail
junction to be determined by
design speed of road

waterfront sign

� canoe launch ahead

6.0m

2
.7

5
m

trail access
barrier

6.0m(m
in.)

4
.0

m

1
.5

m

3-4m

preferred

trail/portage connection

� to other section of canoe
route / trail system
(typical)

trail head kiosk/sign

planting, fences, boulders or
other appropriate design to
discourage bypassing of trail
barrier

FILE: G3285\Report\Figures\Figure 5-10.CDR

Fig. 5-10 Elements of a Typical Minor Trailhead/Staging Area with Canoe Launch
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