PRIMARY AND SECONDARY OFF-ROAD TRAIL
IN CORE URBAN AREAS

FINISHED SURFACE

¢ 3000 - 3500mm WIDE

¢ ASPHALT SURFACE COURSE
(75mm THICK WHEN
COMPACTED)

¢ OTHER HARD PAVEMENT |
SURFACE COMPATABLE WITH
SURROUNDING URBAN DESIGN

TRAIL WIDTHS TO BE WITHIN SPECIFIED
RANGE, EXACT WIDTH TO BE
DETERMINED ON A SITE BY SITE BASIS.

3000 -3500mm WIDE |

FINISHED ASPHALT SURFACE
(PRIMARY AND SECONDARY)

TREATMENT.
* BASE SPECIFICATIONS PER
MANUFACTURER'S 75mm STONEDUST, CLEAN
RECOMMENDATIONS FOR OF CLAY AND OTHER
SURFACES OTHER THAN DEBRIS. COMPACTED TO
ASPHALT 98% S.P.D.
2% CROWN 2% CROWN
UNLESS UNLESS
OTHERWISE OTHERWISE
SPECIFIED SPECIFIED
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LTOP OF TRAIL TO BE 25mm ABOVE

TURF OR OTHER
TREATMENT TO BE

COMPATIBLE WITH SURROUNDING GRADE UNLESS A
SURROUNDING URBAN FLUSH JOINT IS REQUIRED BY
LANDSCAPE —— 115mm MIN. OF 19mm CRUSHER SURROUNDING URBAN DESIGN

RUN LIMESTONE COMPACTED
TO 98% S.P.D.; PROVIDE

SHOULDER EITHER SIDE OF ADDITIONAL WHERE REQUIRED
FINISHED HARD SURFACE BY SITE CONDITIONS OR

(TYPICAL) GRADES

150mm GRANULAR BASE TREATMENT

SUBGRADE COMPACTED TO 98% S.P.D;
SLOPE SUBGRADE PARALLEL TO TRAIL
SURFACE

TYPICAL LOCATION: DOWNTOWN
CORE AREA, NEAR MAJOR MALLS

Marshall

Off-Road Trail Detail: Core Urban Areas
Macklin
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