
bicycle route marker sign

centre of road

urban
sidewalk

(cross-section)

width varies

Typical On-Road Signed Routes

centre line of road

3.5m

typical

bicycle route

ditch/swale depth
and slopes vary

paved
shoulder

1.2m minimum
1.5m preferred up
to 2.0m roads with
high traffic volume,
high speed and high
truck percentage

marker sign

Typical Paved Shoulder
centre line of road

4.0m minimum

4.25m desirable

face of curb

bicycle route marker sign

Typical Wide Shared-Use
Lane

bicycle route marker sign

lane marking

1.2m - 1.8m
sidewalk

Typical Bike Lane

1.5m minimum up to
2.0m roads with high traffic
volume, high speed and high
truck percentage (width to
rear face of curb)

3.0m - 3.5m

reserved bicycle lane sign

face of curb

diamond symbol placed 10m
downstream from the beginning
of each block

paint markings to be white
on black pavement

bicycle symbol placed
every 200m

broken line to begin 15.0m (min)
in advance of an intersection

symbols to be placed
10.0m downstream from
each intersection

500mm

1
0
0
0
m

m

Centre line of road

Typical Bike Lane with

On-Street Parking

1800mm (preferred)

2400mm parking stall
2200mm where
combined with

1800mm bike lane

sidewalk

varies
boulevard

bicycle route marker

1600mm(minimum)1600mm(minimum)1600mm(minimum)1600mm(minimum)

optional cantilever
bike lane sign over
bike lane

3.0m - 3.5m 1.6m
minimum

2.4m on-street
parking stall

sidewalk boulevard
varies

centreline of road

typical location
�

�

�

urban residential

rural (low traffic volumes)

synonymous with Bike Route as

defined in the Official Plan, only for

low volume/low speed roads

�

�

boulevard configuration and width

varies

ditch / swale (rural cross-section)

Typical Bike Lane Marking

1000mm

2
0
0
0
m

m

SHARED
USE

Optional Wide Shared Lane Marking

typical location
�

�

urban arterials

urban fringe

typical location
�

�

urban arterials

urban fringe

typical location
�

�

urban collector

synonymous with Bike

Route as defined in the

Official Plan, for use on

higher volume, higher

speed roads

typical location
� urban collector

typical location
� rural, moderate to high traffic

volumes & speed

typical location
� core commercial areas

note:
The combination of the bike lane

and on-street parking stall is to be

a minimum of 4.0m
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NOT TO SCALE

Bike lane


