PRIMARY OFF-ROAD TRAIL IN NATURAL AREA BUFFERS
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OR OTHER

2400mm_ WIDE

TRAIL WIDTHS TO BE WITHIN
SPECIFIED RANGE, EXACT WIDTH
TO BE DETERMINED ON A SITE BY
SITE BASIS.
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25-50 mm ABOVE
SURROUNDING
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2% MIN.

2% CROWN
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COMPACTED TO 98% S.P.D.
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STONEDUST OVER 100mm
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SUBGRADE COMPACTED TO 98%
S.P.D.; SLOPE SUBGRADE
PARALLEL TO TRAIL SURFACE

SECONDARY AND TERTIARY OFF-ROAD TRAIL IN NATURAL
AREA BUFFERS

TRAIL HARDENING WITH
APPROVED SOIL BONDING

AGENTS WHERE ONGOING |
EROSION OR OTHER

2400mm WIDE (SECONDARY)

TRAIL WIDTHS TO BE WITHIN
SPECIFIED RANGE, EXACT WIDTH
TO BE DETERMINED ON A SITE TO
SITE BASIS.

1500mm WIDE (TERTIARY)

MAINTENANCE CONCERNS
ARE NOTED

SURFACE OF TRAIL
25-50 mm ABOVE
SURROUNDING

GRADE

2% MIN.

THERWISE
° N SPECIFIED

150mm SCREENED
STONEDUST, CLEAN OF CLAY
AND OTHER DEBRIS.
COMPACTED TO 98% S.P.D.
OR COMBINATION OF 50mm
STONEDUST OVER 100mm

8 2% CROWN GRANULAR A, B OR PIT RUN
- 20 SOV UNLESS (DEPENDING ON LOCATION)
UNLESS
OTHERWISE

ISPECIFIED

—— TOPSOIL AND SEED/
NATURALIZATION
TREATMENT

scale 1:50 mm !

SUBGRADE COMPACTED TO 98%
S.P.D.; SLOPE SUBGRADE
PARALLEL TO TRAIL SURFACE
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ig. 5-5 Off-Road Trail Detail: Natural Area Buffer
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