
Boulevard trails may be used in specific locations:

1. Where sufficient R.O.W. exists beyond traveled portion of the road to provide an acceptable setback from back of curb. A
minimum 2.0m is preferred, but may not be achievable in all situations. In cases where the 2.0m setback can not be achieved,
the combination of on-road facilities for cyclists and sidewalks for pedestrians should be considered.

2. Where there are less than 3 driveway and/or roadway intersections per kilometer.

3. Where trail route can be safely combined with pedestrian crossings at intersections with roadways.

The Highway Traffic Act (HTA) requires cyclists to stop at each roadway/trail intersection and walk their bicycle
across at the crosswalk. Cycling through pedestrian crosswalk zones at road intersections is prohibited under the HTA.
Additional Note:

traveled lanes
(min. 1 each direction - typical)

median
(may or may

not be
present)

width varies
traveled lanes

(min. 2 each direction - typical)
multi-use trail

3.0m min.

sidewalk
width
varies

(current City of
Guelph standard

is 1.5m)

boulevard
width varies
(min. 2.0m
preferred)

boulevard
width varies

limit of R.O.W. (width varies)

sign

no cycling on sidewalk

located at intersections or other

junction points with off road

trails

�

�

sign

� shared use trail
setback from rear

of curb

minimum 2.0m for

snow storage

refer to report text

for additional

considerations

�

�

FILE: G3285\Report\Figures\Figure 5.8.CDR

Fig. 5-8 Boulevard Trail
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